GEMMECOTTI S.r.l. Via A.Volta, 85/A

HTM 6 PP-PVDF

@mmeC@) 20816 CERIANO LAGHETTO (MB) ITALY-EU Dis. 9710
EUROPEAN PUMPS o gommcoticom fo@gemmecaticom TECHNICAL DATA/DATI TECNICI
FEATURES/CARATTERISTICHE
CURVES/CURVE 60HZ-3500 RPM
Materials available/Materiali disponibili: PP; PVDF
Max flow/Portata massima: 6.5 m3/h
Qusgpm)
Max head/Prevalenza massima: 10 m 5 10 15 2 25 30 3
Max temperoture/Tempercturc massima: PP 60°C;PVDF 90°C 12 40
Max viscosity/Viscositd massima: 200 cSt 10 #70
Pressure rating/Pressione nominale massima: NP/PN 6 @ 20°C 8 = ~_ 30
T~
Pump weight/Peso pompa: PP:1.6 kg; PVDF:1.8 kg H _’65_\\ Y
6 20
Motor weight/Peso motore (approx.): 0.25 kW: 4.4 kg (m) N ®
Note: absorbed power is relevant to liquids with s.g. = 1 4 MIN FLOW 10
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Al data stated are an indication and are liable to change without notice / Tutti | dati sono indicativi @ possono variare senza preawiso




—~ 2 GEMMECOTTI S.r.l. Via A.Volta, 85/A
@mme C@ﬂlﬂtﬂ 20816 CERIANO LAGHETTO (MB) ITALY-EU HTM 10 PP-PVDF Dis. 9711
EUROPEAN PUMPS o gommacat o nfo@eanmeott com TECHNICAL DATA/DATI TECNICI
FEATURES/CARATTERISTICHE
CURVES/CURVE 60HZ-3500 RPM
Materials available/Materiali disponibili: PP; PVDF
Qusgpm)
Max flow/Portata massima: 15 m3/h 0 10 20 0 e 50 60 7
22 1 1 1 1
Max head/Prevalenza massima: 19 m }
20
Max temperature/Temperatura massima: PP 60°C;PVDF 90°C = L
18 =
Max viscosity/Viscositd massima: 200 cSt T~ %
™~
Pressure rating/Pressione nominale massima: NP/PN 6 @ 20°C ' ™
Pump weight/Peso pompa: PP:2.6 kg;PVDF:2.9 kg " || |98 N
Motor weight/Peso motore (approx.): 0.55 kW: 8.8 k Ho12 T 40 H
sht/ P TT kW 13 kg ® = ®
Note: absorbed power is relevant to liquids with s.g. = 1 370
8 ——1 N
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Al data stated are an indication and are liable to change without notice / Tutti i dati sono indicativi @ possono variare senza preawiso




meCO ;50?1/’2” gg;:zg [:GTEI::SI:ZBB;SI/?ALY-EU HTM 15 PP-PVDF Dis. 9712
E Uis. 9fle
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UROPEAN PUMPS i gomimacotibcom Ho@pemmerstt.com TECHNICAL DATA/DATI TECNICI
FEATURES/CARATTERISTICHE CURVES/CURVE 60HZ-3500 RPM
Materials available/Materiali disponibili: PP; PVDF Q (wogpm)
0 20 40 60 80 100 120
Max flow/Portata massima: 26 m3/h 1 ! ! )
32
Max head/Prevalenza massima: 29 m
L[| [s123
Max temperature/Temperatura massima: PP 60°C; PVDF 90°C z T~
T~~~
Max viscosity/Viscositd massima: 200 cSt 2 2108 N
Pressure rating/Pressione nominale massima: NP/PN 6 @ 20°C 20 I ——— L
™~
Pump weight/Peso pompa: PP:5.8 kg;PVDF:6.6 kg ("':)' 16 #90 ™~
Motor weight/Peso motore (approx.): 1.1 kW: 13 kg TT—
1.5 kW: 13 Kg 12 ERS ™
2.2 kW: 13 kg
8
Note: absorbed power is relevant to liquids with s.g. = 1 MIN FLOW
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GEMMECOTTI S.r.l. Via A.Volta, 85/A
20816 CERIANO LAGHETTO (MB) ITALY-EU

HTM 31 PP-PVDF

emmeC@ Dis. 9713
EUROPEAN PUMPS e onare oo TECHNICAL DATAIDAT TECNICI
FEATURES/CARATTERISTICHE CURVES/CURVE 60HZ-3500 RPM
Materials available /Materiali disponibili: PP; PVDF 0 80 Q(“’W’“)uo 160 200
Max flow/Portata massima: 40 m3/h \
; % ¢1‘34 120
Max head/Prevalenza massima: 34.5 m ]
Max temperature/Temperatura massima: PP 60°C;PVDF 90°C 30 3 R 100
Max viscosity/Viscositd massima: 200 cSt S~
Pressure rating/Pressione nominale massima: NP/PN 6 @ 20°C 2 9110 80
Pump weight/Peso pompa: PP: 8.0 kg;PVDF:8.6 kg (T) 18 = 60 (u)
Motor weight/Peso motore (approx.): 2.2 kW: 13 kg MIN FLOW
3.0 kW: 23 k
4.0 kW: 31 kg 12 40
Note: absorbed power is relevant to liquids with s.g. = 1
6 20
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All data stated are an Indication and are liable to change without notice / Tuttl I dati sono Indicativ & possono variare senza preawviso




GEMMECOTTI S.r.l. Via A.Volta, 85/A

HTM 40 PP-PVDF

@mmeCQ 20816 CERIANO LAGHETTO (MB) ITALY-EU Dis. 9714
EUROPEAN PUMPS o gommecettcom nio@genmmecottcom TECHNICAL DATA/DATI TECNICI
FEATURES/CARATTERISTICHE CURVES/CURVE 60HZ-3500 RPM
Materials available /Materiali disponibili: PP; PVDF Q (usgpm)
Max flow/Portata massima: 41 m3/nh 80 120 240
150
Max head/Prevalenza massima: 36 m
40
Max temperature/Temperatura massima: PP 60°C;PVDF 90°C §i40 120
Max viscosity/Viscosita massima: 200 cSt % 9130
Pressure rating/Pressione nominale massima: NP/PN 6 @ 20°C H 90 H
) (m) ®)
Pump weight/Peso pompa: PP:19.7 Kg;PVDF: 21.3Kg 2 oW
Motor weight/Peso motore (approx.): 3.0 kW: 23 Kg 60
4.0 kW: 31 Kg
Note: absorbed power is relevant to liquids with s.g. = 1 10 30
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Al data stated are an indication and are liable to change without notice / Tutti I dati sono indicativi e possono variare senza preawiso




GEMMECOTTI S.r.l. Via A.Volta, 85/A
20816 CERIANO LAGHETTO (MB) ITALY-EU

HTM 50 PP-PVDF

o
@mm@C@ Dis. 97151
Tel.+39 02 96460406 Fax +39 02 96469114 -
EUROPEAN Pu"Ps wj/w.gemmecotti,comi;fo@gemmecotti.com TECHNICAL DATA/DATI TECNICI
FEATURES/CARATTERISTICHE CURVES/CURVE 60HZ-3500 RPM
Q (usgpm)
Materials available /Materiali disponibili: PP; PVDF 0 0 80 200 Teo 200 240
| | | 180
Max flow/Portata massima: 51.5 m3/h 50 6T
Max head/Prevalenza massima: 48 m i ] 5o
Max temperature/Temperatura massima: PP 60°C;PVDF 90°C 10 —Nm
9140 =
Max viscosity/Viscositd massima: 200 cSt —:\ o 120
Pressure rating/Pressione nominale massima: NP/PN 6 @ 20°C 30 0T S -
Pump weight/Peso pompa: PP:32.2 kg;PVDF:35 kg (nH‘) — 90 (';'t)
oW
Motor weight/Peso motore (approx.): 5.5 kW: 39 kg AN
7.5 kW: 39 kg 20 60
Note: absorbed power is relevant to liquids with s.g. = 1
10 130
SECTION AND PARTS LIST/SEZIONE E LISTA PARTI
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All dota stated are on indication and are liable to change without notice / Tutti i dati sono indicativi e possono variare senza preawiso




02 96460406 Fax +39 02 96469114

Q GEMMECOTTI S.r.l. Via A.Volta, 85/A
I ' " l eC@ttl 20816 CERIANO LAGHETTO (MB) ITALY-EU
[I EUROPEAN PUMPS Tel+39
www.gemmecotti.com info@gemmecotti.com

HTM 80 PP-PVDF

TECHNICAL DATA/DATI TECNICI

Dis. 9383-1

FEATURES/CARATTERISTICHE

Materials available/Materiali disponibili:

Max flow/Portata massima:

Max head/Prevalenza massima:

Max temperature/Temperatura massima:

Max viscosity/Viscositd massima:

Pressure rating/Pressione nominale massima:
Pump weight/Peso pompa:

Motor weight/Peso motore (approx.):

PP+GF; PVDF+CF

80 m3/h; 352 usgpm
37.5 m; 123 ft

PP 60°C;PVDF 90°C
200 cSt

NP/PN 6 @ 20°C
PP:93 Ibs; PVDF:97 Ibs
15 HP: 270 lbs;

20 HP: 295 Ibs;
25 HP: 360 Ibs

SECTION AND PARTS LIST/SEZIONE E LISTA PARTI
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*  Only for motors GR.132
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All data stated are an indication and are liable to change without notice / Tutti i dati sono indicativi e possono variare senza preavviso




Q GEMMECOTTI S.r.l. Via A.Volta, 85/A
@mmeCQttl 20816 CERIANO LAGHETTO (MB) ITALY-EU HTM 100 PP-PVDF Dis. 9384-1
EUROPEAN PUMPS s gemmecot com io@germmecotcom TECHNICAL DATA/DATI TECNICI
FEATURES/CARATTERISTICHE CURVES/CSRVE 60HZ-3500 RPM
(usgpm)
Materials available /Materiali disponibili: PP+GF;PVDF+CF 500 100 200 300 400 500 600
Max flow/Portata massima: 120 m3/h; 528 usgpm ]' 160
Max head/Prevalenza massima: 45 m; 148 ft ] li ] ]
40 ~
Max temperature/Temperatura massima: PP 60°C;PVDF 90°C l| 190
Max viscosity/Viscositd massima: 200 cSt i rLaw
Pressure rating/Pressione nominale massima: NP/PN 6 @ 20°C 50
Pump weight/Peso pompa: PP: 88 Ibs;PVDF: 99Ibs (H) ~80 H
m
Motor weight/Peso motore (approx.): 30 HP: 420 Ibs. 20 55,207 (160) ()
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All data stated are an indication and are liable to change without notice / Tutti i dati sono indicativi e possono variare senza preavviso




